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DSS-G 46 (LP) Series 

Residental Type Electric Water Heaters 

 

 

 

STANDARD SPECIFICATIONS    

 

 Vertical, Horizontal & Wall Mounted 

 50 – 80 – 100 – 120 liter 

 Thermometer with bi-metal contact 

 (30 – 80)°C internal thermostat control 

 60°C factory default temperature setting  

 2KW/3KW standard heater power 

 Energy Signal Lamp 

 220V, 9A,13.6A, 50Hz 

 Polyurethane Insulation 

 Electrostatic Powder Paint Coated Body 

 Smart Appearance 

 2 years product guarantee 

 10 years spare parts supply guarantee 
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PLACE OF USAGE :  

 

 Residences 

 Apartments 

 Summer Houses 

 Gym Saloons 

 Construction Sites 

 Containers 

 Beauty Saloons 

 Offices 
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PRODUCT DESCRIPTION 

 

DSS-G-46 Series electric water heaters are wall mounted type. High mechanical and electric 

protection is provided. In this series the max. tank capacity is 120 liters. Please contact us if you’ll 

require different capacity and KW values.  

 

DSS-G-46 series LC model water heaters are provided with a fix thermostat. User can follow the 

tank water temperature through the thermometer provided on tank. Factory default consumption 

water temperature setting is 60°C. Safety valve with check valve is a mechanical safety accessory 

which is provided in order to ensure protection against over pressure. 

 

 Bi-metal Thermometer 

 Energy Signal Lamp 

 

Heating will automatically stops when the tank water temperature reaches 60°C and the indicator 

lamp turns off. Energy lamp turns on and the heater starts to heat tank water when there is water 

consumption.  
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DIMENSIONS AND TECHNICAL SPECIFICATIONS : 

 

Model 

Volume 

DSS-G-50 (LC) 

50 liter 

DSS-G-80 (LC) 

80 liter 

DSS-G-100 (LC) 

100 liter 

DSS-G-120 (LC) 

120 liter 

Power 

 Voltage-Current  Frequency 

1 x 2000 Watt 

220V, 9A, 50 Hz 

1 x 3000 Watt 

220V, 13,6 A, 50 Hz 

Temperature Gauge Bi-metal Thermometer 

Thermostat Adjustment Range 

Factory Default Temperature Setting 

(30 - 80) °C 

60°C Fix Temperature 

Insulation polyurethane Insulation 

Water Inlet-Outlet 1/2” 

Max. Operating Pressure 

Test Pressure 

6 bar 

10 bar 

Protection Against Humidity IP X 4 

Heating Time 64,5 min. 103,2 min. 86 min. 103,25 min. 

Diameter 450 mm 450 mm 450 mm 450 mm 

Height 594 mm 800 mm 950 mm 1130 mm 

Weight 20 kg 26 kg 30 kg 36 kg 

Number of Available in container type20 132 piece 88 piece 88 piece 88 piece 

Diko reserves the right of changing the dimensions and models without announcing. 

Heating time datas specified above are given for  ΔT=37°C . 

 

 

 

 

 up 

 

http://tureng.com/search/polyurethane


6 

 

 

 

 up 

DIMENSIONS VERTICAL 

50 liter 80 liter 

100 liter 120 liter 
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50 liter 

 

80 liter 
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120 liter 
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DIMENSIONS HORIZONTAL 
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SUGGESTED INSTALLATION SCHEMATIC : 

 


